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3” x 5” sample comprised of Aromatic 
Urethane 520 base coat and Silicone 
410 top coat applied over granulated 
modified bitumen

Ure-A-Sil - Modified Bitumen

QTY: (Limit 20)

3” x 5” sample comprised of Aromatic 
Urethane 520 base coat and Silicone 410 
top coat applied over EPDM

Ure-A-Sil - EPDM

QTY: (Limit 10)

3” x 5” sample comprised of Aromatic 
Urethane 520 base coat and Silicone 410 
top coat applied over single-ply

Ure-A-Sil - Single-Ply

QTY: (Limit 10)

8” x 11” galvanized classic ribbed panel 
sample comprised of Red Oxide Rust 
Prime 912, Acrylic 211 base coat and 
top coat, with Acrylic Butter-Grade 221 
flashed fastener

Met-A-Gard

QTY: (Limit 5)

8” x 11” galvanized classic ribbed panel 
sample comprised of Red Oxide Rust 
Prime 912 and Silicone 410, with Urethane 
Brush-Grade 522 flashed fastener

Met-A-Sil

QTY: (Limit 5)

Patch sample of Acrylic 211 roof coating

Acrylic 211

QTY: (Limit 10)

Name:

Shipping Address:

Phone:

Company Name:

City:   State:  Zip:

Email:
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Patch sample of High-Tensile Acrylic 211 
roof coating

High-Tensile Acrylic 211

QTY: (Limit 10)

Patch sample of Butyl 310 roof coating

Butyl 310

QTY: (Limit 10)

Patch sample of Silicone 410 roof coating

Silicone 410

QTY: (Limit 10)

Patch sample of Silicone 412 roof coating

Silicone 412

QTY: (Limit 10)

Patch sample of Aliphatic Urethane 510 
roof coating

Aliphatic Urethane 510

QTY: (Limit 10)

Patch sample of Aromatic Urethane 520 
roof coating

Aromatic Urethane 520

QTY: (Limit 10)
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