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Literature Request Form

Name:

Shipping Address:

Phone:

Company Name:

City:   State:  Zip:

Email:

QTY:

Flyer comparing benefits of the Ure-A-Sil 
system to Silicone-only systems

IT’S SYNERGY flyer

(Limit 100)

Foldable brochure describing the benefits 
of the Ure-A-Sil system

Ure-A-Sil brochure

QTY: (Limit 50)

Foldable brochure describing the benefits 
of the Met-A-Gard system

Met-A-Gard brochure

QTY: (Limit 50)

Flyer listing benefits of Terminator 622 and 
624XT roof sealants

TERMINATOR flyer

QTY: (Limit 100)

QTY:

Comprehensive catalog of all American 
WeatherStar products

American WeatherStar Product Catalog

(Limit 25)

Presentation pocket folder with business 
card slit

American WeatherStar folder

QTY: (Limit 25)
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Foldable brochure describing the benefits 
of the Met-A-Gard+ system

Met-A-Gard+ brochure

QTY: (Limit 50)

Foldable brochure describing the benefits 
of the Met-A-Sil system

Met-A-Sil brochure

QTY: (Limit 50)

Foldable brochure describing the benefits 
of the Envir-O-Sil system

Envir-O-Sil brochure

QTY: (Limit 50)

Foldable brochure describing the benefits 
of the Foam-Gard system

Foam-Gard brochure

QTY: (Limit 50)

Ure-A-Sil QuickSpec

QTY: (Limit 100)

Envir-O-Sil QuickSpec

QTY: (Limit 100)
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Foam-Gard QuickSpec

QTY: (Limit 100)

Met-A-Gard+ QuickSpec

QTY: (Limit 100)

Met-A-Gard QuickSpec

QTY: (Limit 100)

Met-A-Sil QuickSpec

QTY: (Limit 100)

Color-Gard QuickSpec

QTY: (Limit 100)

Color-Gard+ QuickSpec

QTY: (Limit 100)

SEAMS/DETAILS
All seams and flashing details are coated with a 
thick “rubber-like” mastic to help withstand the 
expansion and contraction of the roof structure.

SURFACE PREPARATION
To ensure optimal adhesion, the roof is pressure 
washed to remove all dirt, dust, and debris. In 
some cases, a primer application (1A) of Red 
Oxide Rust Prime 912 may be necessary.

HIGH-TENSILE ACRYLIC 211
A base coat of High-Tensile Acrylic 211 provides 
excellent color retention and delivers maximum 
adhesion to metal roof substrates .

HIGH-GLOSS ACRYLIC 215
A top coat of High-Gloss Acrylic 215 provides 
a flexible, low-build, and aesthetic finish with 
unsurpassed weatherability, abrasion resistance, 
and colorfastness.

The Architectural Metal Roof Coating Solution
The Color-Gard+ Architectural Roof Coating System combines our innovative 
High-Gloss Acrylic 215 with the superior elongation, tensile strength, and 
color retention of High-Tensile Acrylic 211. This highly-advanced coating 
system provides metal roof surfaces with a beautiful, high-build, architectural 
finish and contributes unsurpassed weatherability, abrasion-resistance, 
colorfastness, and resistance to dirt pick-up.

The Color-Gard+ System offers facility managers and property owners a variety 
of money-saving benefits. It does more than stop leaks—it effectively improves 
performance, provides a beautiful and aesthetic finish, prevents rust and 
corrosion, reduces maintenance costs, and extends service life. Best of all, the 
Color-Gard+ System costs less than a total roof replacement.

Basic Uses

The Color-Gard+ System is especially engineered to seal, waterproof, and 
protect aged metal roofs from the harmful effects of the sun, wind, and rain. 
The system’s main components, High-Tensile Acrylic 211 and High-Gloss 
Acrylic 215, combine to provide metal roof surfaces with a high-performance, 
low-build, aesthetic finish. The system is designed for metal roofs affected by 
moderate levels of rust and corrosion with positive drainage.

Features/Benefits

• Stops leaks and vastly improves performance

• Provides a beautiful, long-lasting, architectural finish

• Substantially reduces maintenance and energy costs

• Extends service life by restoring the existing metal roof surface

• Superior elongation, tensile strength, and color-retention

• Cures to form a seamless, watertight membrane

• Eliminates the onset of rust and corrosion

• Long-term warranty options available

• 10-year color-fade warranty

• Minimal interruption to business

Suitable Substrates

• Metal

1

1A

2

3

4

*10-year color-fade warranty
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Wall-Coat DTM QuickSpec

QTY: (Limit 100)

PRIMER APPLICATION
If rust is present, a primer application of Red 
Oxide Rust Prime 912 (ivory-tinted) may be 
necessary to ensure proper adhesion.

SURFACE PREPARATION
All surfaces to be coated are cleaned with 
EcoCleaner 925 to ensure proper adhesion.

BASE COAT
A base coat of DTM 3000 provides excellent 
adhesion and corrosion resistance.

TOP COAT
A top coat of DTM 3000 provides long-lasting UV 
protection, weatherability, and color stability.

The Premier Direct-To-Metal Wall Coating Solution
The Wall-Coat DTM Architectural Wall Coating System is the preferred 
direct-to-metal solution to beautify, restore, and protect metal surfaces 
and facades. Its self-priming formula is engineered to provide an aesthetic, 
durable, and long-lasting finish and is suited for both new construction and 
metal surface restoration projects.

The Wall-Coat DTM System offers facility managers and property owners 
a variety of money-saving benefits. It does more than just beautify aged 
exterior metal surfaces—it effectively eliminates surface rust and corrosion, 
improves weatherability, and extends service life.

Basic Uses

The Wall-Coat DTM System is ideal for restoring and protecting exterior 
metal surfaces. Its 100% acrylic, plasticizer-free, self-priming formulation is 
engineered to provide exceptional moisture protection, corrosion resistance, 
UV resistance, and flexibility.

Features/Benefits

• Highest performance acrylic direct-to-metal enamel

• Semi-gloss formulation

• Exceptional corrosion and moisture resistance

• Self-priming

• Superior gloss retention

• Outstanding UV resistance

• Excellent adhesion to metal substrates

• Excellent chemical and solvent resistance

• Exceptional dirt resistance

• Superior resistance to heat, cold, and weathering

• Fast drying

Suitable Substrates

• Metal

1 2

3

4

Wall-Coat QuickSpec

QTY: (Limit 100)
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