
ACRYLIC BUTYL SILICONE URETHANE

Acrylic 211 High-Tensile Acrylic 211 KyGard Ultra 215 Butyl 310 Silicone 410 High-Solids Silicone 412 Aliphatic Urethane 510 Aromatic Urethane 520

ELONGATION 233 ± 20% 600 ± 50% 300 ± 50% 900% ± 100% 318% 170 ± 25% 350 ± 50% 350 ± 50%

TENSILE STRENGTH 273 ± 20 psi 500 ± 50 psi 1000 ± 50 psi 1000 ± 100 psi 500 psi 450 ± 50 psi 1100 ± 25 psi 975± 25 psi

REFLECTIVITY 87% 82% 88% NA 84% 87% 87% NA

EMISSIVITY .89 .90 .89 NA .85 .89 .91 NA

PERMEABILITY 14 ± 3 7.1 3 ± 1 0.181 perms NA >4+ .02 .02

VOC <50g/Liter <50g/Liter <49g/liter NA <250g/Liter <50g/Liter NA NA

FLASH POINT None None None 68° F 106° F 290° F 93° F 80° F

VISCOSITY 4500 ± 500 cps 4500 ± 500 cps 100 ± 10 KU 2000-2500 cps 6,000 ± 1000 cps NA 3,000 ± 1000 cps 2,000 cps

SOLIDS BY VOLUME 55 ± 2% 55 ± 2% 40 ± 2% 40% 69 ± 2% 92 ± 2% 74% 70 ± 2%

SHELF LIFE 12 months 12 months 24 months 12 months 6 months 12 months 90 days 6 months

CLEAN UP Water Water Water Xylene Mineral Spirits Mineral Spirits Xylene Xylene

PACKAGING 5 gallon, 55 gallon 5 gallon, 55 gallon 5 gallon, 55 gallon 5 gallon, 55 gallon 5 gallon, 50 gallon 5 gallon, 50 gallon 5 gallon, 55 gallon 5 gallon, 55 gallon

AVAILABLE COLOR(S)
*See roof coating color chart for detalis and 
pricing information.

Standard colors Standard, premium,
and custom colors

Standard, premium,
and custom colors Standard colors Standard, premium,

and custom colors
Standard, premium,
and custom colors White, light gray Gray

PRICE $ $ $$$ $$ $$ $$$ $$$ $$

Roof Coating Comparison Chart
Document updated: 07-27-20

Contact American WeatherStar technical services for additonal product inforamtion.
8095 Padgett Switch Road • Irvington, Alabama • 800.771.6643

www.americanweatherstar.com


